§90.529

(b) Modification of regional plans. Re-
gional plans may be modified by sub-
mitting a written request, signed by
the regional planning committee, to
the Chief, Wireless Telecommuni-
cations Bureau. The request must con-
tain the full text of the modification,
and must certify that successful co-
ordination of the modification with all
adjacent regions has occurred and that
all such regions concur with the modi-
fication.

§90.529 State License.

(a) Narrowband channels designated
as state channels in §90.531 are licensed
to each state (as defined in §90.7) as fol-
lows:

(1) Each state that chooses to take
advantage of the spectrum designated
as state channels must file an applica-
tion for up to 2.4 megahertz of this
spectrum no later than December 31,
2001. For purposes of this section, the
elected chief executive (Governor) of
each state, or his or her designee, shall
be deemed the person authorized to
apply for the State License.

(2) What ever part of this 2.4 mega-
hertz that a state has not applied for
by December 31, 2001, will revert to
General Use and be administered by
the relevant RPC (or RPCs in the in-
stances of states that encompass mul-
tiple RPCs).

(b) Each state license will be granted
subject to the condition that the state
certifies on or before each applicable
benchmark date that it is:

(1) providing or prepared to provide
“substantial service” to one-third of
their population or territory by Janu-
ary 1, 2012, i.e., within five years of the
date that incumbent broadcasters are
required to relocate to other portions
of the spectrum;

(2) providing or prepared to provide
“substantial service” to two-thirds of
their population or territory by Janu-
ary 1, 2017, i.e., within ten years of the
date that incumbent broadcasters are
required to relocate to other portions
of the spectrum.

(c) The Commission will deem a state
“prepared to provide substantial serv-
ice” if the licensee certifies that a radio
system has been approved and funded
for implementation by the deadline
date. “Substantial service” refers to the
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construction and operation of 700 MHz
facilities by public safety entities pro-
viding service which is sound, favorable
, and substantially above a level of me-
diocre service which just might mini-
mally warrant renewal.

(d) If a state licensee fails to meet
any condition of the grant the state li-
cense is modified automatically to the
frequencies and geographic areas where
the state certifies that it is providing
substantial service.

(e) Any recovered state license spec-
trum will revert to General Use. How-
ever, spectrum licensed to a state
under a state license remains unavail-
able for reassignment to other appli-
cants until the Commission’s database
reflects the parameters of the modified
state license.

[65 FR 66654, Nov. 7, 2000]

§90.531 Band plan.

This section sets forth the band plan
for the 764-776 MHz and 794-806 MHz
public safety bands.

(a) Base and mobile use. The 764-776
MHz band may be used for base, mobile
or fixed (repeater) transmissions. The
794-806 MHz band may be used only for
mobile or fixed (control) transmissions.

(b) Narrowband segments. There are
four band segments that are designated
for use with narrowband emissions.
Each of these narrowband segments is
divided into 480 channels having a
channel size of 6.25 kHz as follows:

Frequency range Channel Nos.

764-767 MHz 1-480
773-776 MHz . . | 481-960
794-797 MHz . . | 961-1440

803-806 MHz . 1441-1920

(1) Narrowband interoperability chan-
nels. The following narrowband chan-
nels are designated for nationwide
interoperability licensing and use: 23,
24, 39, 40, 63, 64, 79, 80, 103, 104, 119,
120,143, 144, 159, 160, 183, 184, 199, 200, 223,
224, 239, 240, 263, 264, 279, 280, 303, 304,
319, 320, 641, 642, 657, 658, 681, 682, 697,
698, 721, 722, 737, 738, 761, 762, 777, 778,
801, 802, 817, 818, 841, 842, 857, 858, 881,
882, 897, 898, 921, 922, 937, 938, 983, 984,
999, 1000, 1023, 1024, 1039, 1040, 1063, 1064,
1079, 1080, 1103, 1104, 1119, 1120, 1143, 1144,
1159, 1160, 1183, 1184, 1199, 1200, 1223, 1224,
1239, 1240, 1263, 1264, 1279, 1280, 1601, 1602,
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1617, 1618, 1641, 1642, 1657, 1658, 1681, 1682,
1697, 1698, 1721, 1722, 1737, 1738, 1761, 1762,
1777, 1778, 1801, 1802, 1817, 1818, 1841, 1842,
1857, 1858, 1881, 1882, 1897, 1898.

(i) Narrowband data Interoperability
channels. The following channel pairs
are reserved nationwide for the express
purpose of data transmission only: 279/
1239, 280/1240, 921/1881, and 922/1882.

(ii) Narrowband calling Interoperability
channels. The following channel pairs
are dedicated nationwide for the ex-
press purpose of Interoperability calling
only: 39/999, 40/1000, 681/1641, and 682/
1642. They may not be used primarily
for routine, day-to-day communica-
tions. Encryption is prohibited on the
designated calling channels.

(iii) Narrowband trunking Interoper-
ability channels. The following Inter-
operability channel pairs may be com-
bined with the appropriate adjacent
secondary trunking channel pairs and
used in trunked mode on a secondary
basis to conventional Interoperability
operations: 23/983, 24/984, 103/1063, 104/
1064, 183/1143, 184/1144, 263/1223, 264/1224,
657/1617, 658/1618, 737/1697, 738/1698, 817/
1777, 818/1778, 897/1857, 898/1858. For
every ten general use channels trunked
at a station, entities may obtain a li-
cense to operate in the trunked mode
on two of the above contiguous Inter-
operability channel pairs. The max-
imum number of Interoperability chan-
nel pairs that can be trunked at any
one location is eight.

(2) Narrowband reserve channels. The
following narrowband channels are un-
designated and reserved:37, 38, 61, 62, 77,
78, 117, 118, 141, 142, 157, 158, 197, 198, 221,
222, 237, 238, 277, 278, 301, 302, 317, 318,
643, 644, 683, 684, 699, 700, 723, 724, 763,
764, 779, 780, 803, 804, 843, 844, 859, 860,
883, 884, 923, 924, 939, 940, 997, 998, 1021,
1022, 1037, 1038, 1077, 1078, 1101, 1102, 1117,
1118, 1157, 1158, 1181, 1182, 1197, 1198, 1237,
1238, 1261, 1262, 1277, 1278, 1603, 1604, 1643,
1644, 1659, 1660, 1683, 1684, 1723, 1724, 1739,
1740, 1763, 1764, 1803, 1804, 1819, 1820, 1843,
1844, 1883, 1884, 1899, 1900.

(3) Narrowband low power channels
subject to regional planning. The fol-
lowing narrowband channels are des-
ignated for low power use for on-scene
incident response purposes using mo-
biles and portables subject to Commis-
sion-approved regional planning com-
mittee regional plans. Transmitter

§90.531

power must not exceed 2 watts (ERP):
Channels 1-8 paired with Channels 961-
968, and Channels 949-958 paired with
Channels 1909-1918.

(4) Narrowband low power itinerant
channels. The following narrowband
channels are designated for low power
use for on-scene incident response pur-
poses using mobiles and portables.
These channels are licensed nationwide
for itinerant operation. Transmitter
power must not exceed 2 watts (ERP):
Channels 9-12 paired with Channels 969-
972 and Channels 959-960 paired with
Channels 1919-1920.

(5) Narrowband state channels. The fol-
lowing narrowband channels are des-
ignated for direct licensing to each
state (including U.S. territories, dis-
tricts, and possessions): 25-36, 65-76,
105-116, 145-156, 185-196, 225-236, 265-276,
305-316, 645-656, 685-696, 725-736, 765-776,
805-816, 845-856, 885-896, 925-936, 985-996,
1025-1036, 1065-1076, 1105-1116, 1145-1156,
1185-1196, 1225-1236, 1265-1276, 1605-1616,
1645-1656, 1685-1696, 1725-1736, 1765-1776,
1805-1816, 1845-1856, 1885-1896. VVoice op-
erations on these channels are subject
to compliance with the spectrum usage
efficiency requirements set forth in
§90.535(d).

(6) Narrowband general use channels.
All narrowband channels established in
paragraph (b) of this section, other
than those listed in paragraphs (b)(1),
(b)(2), (b)(4) and (b)(5) of this section
are designated to public safety eligi-
bles subject to Commission approved
regional planning committee regional
plans. Voice operations on these chan-
nels are subject to compliance with the
spectrum wusage efficiency require-
ments set forth in §90.535(d).

(7) Secondary trunking channels. The
following channel pairs are reserved for
secondary trunking operations: 21/981,
22/982, 101/1061, 102/1062, 181/1141, 182/1142,
261/1221, 262/1222, 659/1619, 660/1620, 739/
1699, 740/1700, 819/1779, 820/1780, 899/1859,
and 900/1860. They may be used only in
combination with the appropriate adja-
cent Interoperability channel pairs
specified in paragraph (b)(1)(iii) of this
section in trunked systems.

(c) Wideband segments. There are two
band segments that are designated for
use with wideband emissions. Each of
these wideband segments is divided
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into 120 channels having a channel size
of 50 kHz as follows:

Frequency range Channel Nos.

767-773 MHz
797-803 MHz

1-120
121-240.

(1) Wideband Interoperability channels.
The following wideband channels are
designated for nationwide Interoper-
ability licensing and use, but are not
available for licensing or use pending
Commission adoption of a wideband
Interoperability standard: 28-30, 37-39,
46-48, 73-75, 82-84, 91-93, 148-150, 157-159,
166-168, 193-195, 202-204, 211-213.

(2) Wideband reserve channels. The fol-
lowing wideband channels are reserved:
1-27, 94-120, 121-147, 214-240.

(3) Wideband general use channels. All
wideband channels established in para-
graph (c), except for those listed in
paragraphs (c)(1) and (c)(2) of this sec-
tion, are designated for assignment to
public safety eligibles subject to Com-

mission-approved regional planning
committee regional plans.
(d) Combining channels. Except as

noted in this section, at the discretion
of the appropriate regional planning
committee, contiguous channels may
be used in combination in order to ac-
commodate requirements for larger
bandwidth emissions, in accordance
with this paragraph. Interoperability
channels may not be combined with
channels in another group except for
channels for secondary trunking chan-
nels.

(1) Narrowband. Subject to compli-
ance with the spectrum usage effi-
ciency requirements set forth in
§90.535, two or four contiguous
narrowband (6.25 kHz) channels may be
used in combination as 12.5 kHz or 25
kHz channels, respectively. The lower
(in frequency) channel for two channel
combinations must be an odd (i.e., 1, 3,5
* * *) numbered channel. The lowest
(in frequency) channel for four channel
combinations must be a channel whose
number is equal to 1+(4xn), where n =
any integer between 0 and 479, inclu-
sive (e.g., channel number 1, 5, * * *
1917). Channel combinations are des-
ignated by the lowest and highest
channel numbers separated by a hy-
phen, e.g., “1-2” for a two channel com-
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bination and “1-4” for a four channel
combination.

(2) Wideband. Two or three contig-
uous wideband (50 kHz) channels may
be used in combination as 100 kHz or
150 kHz channels, respectively. The
lower (in frequency) channel for two
channel combinations must be a chan-
nel whose number is equal to 1+(3xn) or
2+(3xn), where n = any integer between
0 and 79, inclusive (e.g., channel num-
ber 1, 2, 4, 5, 7, 8, * * * 238, 239). The
lowest (in frequency) channel for three
channel combinations must be a chan-
nel whose number is equal to 1+(3xn),
where n = any integer between 0 and 79,
inclusive (e.g., channel number 1, 4, 7,
10, * * * 238). Channel combinations are
designated by the lowest and highest
channel numbers separated by a hy-
phen, e.g., “1-2” for a two channel com-
bination and “1-3” for a three channel
combination.

(e) Channel pairing. In general, chan-
nels must be planned and assigned in
base/mobile pairs that are separated by
30 MHz. However, until December 31,
2006, channels other than those listed
in paragraphs (b)(1) and (c)(1), may be
planned and assigned in base/mobile
pairs having a different separation,
where necessary because 30 MHz base/
mobile pairing is precluded by the pres-
ence of one or more co-channel or adja-
cent channel TV/DTV broadcast sta-
tions.

[63 FR 58651, Nov. 2, 1998, as amended at 65
FR 66654, Nov. 7, 2000; 66 FR 10635, 10636, Feb.
16, 2001; 67 FR 61005, Sept. 27, 2002; 67 FR
76700, Dec. 13, 2002]

§90.533 Transmitting sites near the
U.S./Canada or U.S./Mexico border.

This section applies to each license
to operate one or more public safety
transmitters in the 764-776 MHz and
794-806 MHz bands, at a location or lo-
cations North of Line A (see §90.7) or
within 120 kilometers (75 miles) of the
U.S.-Mexico border, until such time as
agreements between the government of
the United States and the government
of Canada or the government of the
United States and the government of
Mexico, as applicable, become effective
governing border area non-broadcast
use of these bands. Public safety li-
censes are granted subject to the fol-
lowing conditions:
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